ISPRS Journal of 


PHOTOGRAMMETRY 
AND REMOTE SENSING 


November 2012 


Volume 74 


(Abstracted/indexed in: AGI's Bibliography and Index of Geology; ASI/Geo-Sci Tech; Cambridge Scientific Abstracts; Current Contents/ 
Engineering, Computing & Technology; Geo Abstracts; GEOLINE; Engineering Index; INSPEC; PASCAL; Research Alert Direct. Also covered 
in the abstract and citation datablase SciVerse Scopus®. Full text available on SciVerse ScienceDirect®) 


CONTENTS 


Constructing satellite-derived hyperspectral indices sensitive to canopy structure variables of a Cordilleran Cypress (Austrocedrus 
chilensis) forest 


M.A. Pefia, A. Brenning and A. Sagredo 
Estimation of vertical plant area density profiles in a rice canopy at different growth stages by high-resolution portable scanning 
lidar with a lightweight mirror 
F. Hosoi and K. Omasa 
Mapping tropical forests and rubber plantations in complex landscapes by integrating PALSAR and MODIS imagery 
J. Dong, X. Xiao, S. Sheldon, C. Biradar and G. Xie 
Mapping evergreen forests in the Brazilian Amazon using MODIS and PALSAR 500-m mosaic imagery 
S. Sheldon, X. Xiao and C. Biradar 
Quantification of crown changes and change uncertainty of trees in an urban environment 
J.P. Ardila, W. Bijker, V.A. Tolpekin and A. Stein 
The spectral response of Buxus sempervirens to different types of environmental stress - A laboratory experiment 
S.M. de Jong, E.A. Addink, P. Hoogenboom and W. Nijland 
A symmetry detector for map generalization and urban-space analysis 
J.-H. Haunert 
Forest variable estimation using a high-resolution digital surface model 
J. Jarnstedt, A. Pekkarinen, S. Tuominen, C. Ginzler, M. Holopainen and R. Viitala 
A simple method to recover the latency time of tactical grade IMU systems 
N. Seube, A. Picard and M. Rondeau 
Automated planimetric quality control in high accuracy airborne laser scanning surveys 
G. Vosselman 
Range camera self-calibration with scattering compensation 
D.D. Lichti, X. Qi and T. Ahmed 
LiDAR-Landsat data fusion for large-area assessment of urban land cover: Balancing spatial resolution, 
accuracy 
K.K. Singh, J.B. Vogler, D.A. Shoemaker and R.K. Meentemeyer 
Combined rigorous-generic direct orthorectification procedure for IRS-p6 sensors 
M. Yousefzadeh and B. Mojaradi 
Matching of straight line segments from aerial stereo images of urban areas 
A.O. Ok, J.D. Wegner, C. Heipke, F. Rottensteiner, U. Soergel and V. Toprak 
Temporal characteristics of thermal satellite images for urban heat stress and heat island mapping 
J.E. Nichol and P.H. To 
Hyperspectral shape-based unmixing to improve intra- and interclass variability for forest and agro-ecosystem monitoring 
L. Tits, W. De Keersmaecker, B. Somers, G.P. Asner, J. Farifteh and P. Coppin 
Assessment of hyperspectral MIVIS sensor capability for heterogeneous landscape classification 
G. Forzieri, G. Moser and F. Catani 
Conventional and fuzzy comparisons of large scale land cover products: Application to CORINE, GLC2000, MODIS and GlobCover in 
Europe 
A. Pérez-Hoyos, F.J. Garcia-Haro and J. San-Miguel-Ayanz 
Estimating the fundamental matrix under pure translation and radial distortion 


http://www.elsevier.com/locate/isprsjprs 
0924-2716(201211)74:C;1-B | ttp:// i /locate/isprsjp 


Gy 
AND REMOTE SENSING 
1 
11 
20 
34 
41 
56 
66 
78 
85 
90 
101 
110 | 
122 
133 
153 
163 
175 
185 


